
TIKE MR LTD - Electrical Material 

TECHNICAL DATA Serie 1 Switch Disconnector

Serie 1 switch disconnector, built in compliance with CEI EN 60947-3 Standards 
Compact in size, built with latest generation materials, resistant over time 
Rear panel fixing with screw 
Fixing in box with din bar connection 
Right rotation, mounted in box , Left rotation, monted in rear panel
Rotation angle 60 ° and 90 ° 

TECHNICAL DATA 16A 20A 25A 32A 40A

Ue AC21A V 690 690 690 690 500
Ue AC22A V 500 500 500 500 500
Ue AC23A V 500 500 500 500 500

Rated insulation voltage Ui V 690 690 690 690 690
Rated impulse withstand voltage Uimp kV 6 6 6 6 6
Thermal rated current Ith A 40 40 40 40 40
Nominal thermal current in box Ithe A 40 40 40 40 40
Conditional short circuit current kA 10 10 10 10 10
Frequency Hz 50/60 50/60 50/60 50/60 50/60
Rated short-time withstand current and duration Icw (1s) A 400 400 400 400 400
Rated short-circuit making capacity Icm A 1500 1500 1500 1500 1500

Description
AC21A
AC22A Operation of mixed resistive and inductive loads, with moderate loads 
AC23A Operation of motors or other highly inductive loads 

Safety information 
The use of the switch disconnector is foreseen in equipment with mechanical interlock. 
Do not open under load
The use of the switch disconnector outdoors is possible if protected in an appropriate box with an appropriate degree
of protection
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Rated operational voltage 

Switching of modest resistive loads 
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